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Dortmund type Sludge Sedimentation Units
Dimensions1

Please contact our Sales Office for larger surfaces and volumes.
(*) sedimentation unit with double cone-pyramid shaped hopper.
The cast iron inspection covers on the pedestrian covers are class B125.
The cast iron inspection covers on the vehicle covers are class C250/D400.
The sedimentation units are supplied with PVC feeder pipe, central cylinder baffle, peripheral channel in AISI 304 stainless steel, support brackets 
in AISI 304 stainless steel, internal sloping slabs in reinforced concrete to create the cone-pyramid shaped sedimentation section.
On request a price can be quoted for supplying and installing a submersible motor pump or an airlift type pump to recirculate/extract the sludge.
The foundation slab must be at least 20 cm thick and be reinforced with a double electrically welded steel mesh, 8 mm diameter,  20x20 cm mesh.
A 3-5 cm layer of sand must be laid on the foundation slab where the prefabricated elements will be placed.

TYPE EXTERNAL DIMENSIONS
SEDIMENTATION

UNIT
(A)

PEDESTRIAN
COVER load
200 kg/m²

(B)

(A)
+

(B)

LIGHT TRAFFIC
VEHICLE

COVER load
2,000 kg/m²

(C)

(A)
+
(C)

HEAVY TRAFFIC
VEHICLE

COVER load
7,000 kg/m²

(D)

(A)
+

(D)

Code
Surf.
m²

Vol.
m³

Width
cm

Length
cm

Height
cm

Weight
100 kg

Thickness
cm

Weight
100 kg

Weight
100 kg

Thickness
cm

Weight
100 kg

Weight
100 kg

Thickness
cm

Weight
100 kg

Weight
100 kg

S-01 2,20 2,50 160 180 250 60 10 7 67 16 11 71 20 14 74

S-02 3,20 4,00 160 250 250 80 10 9 89 16 14 94 20 18 98

S-03 4,10 5,50 200 250 250 91 10 11 102 16 19 110 20 22 113

S-04 5,30 7,00 250 250 250 110 10 14 124 16 24 134 20 28 138

S-05 7,00 10,00 250 325 250 138 10 19 157 16 31 169 20 38 176

S-06 8,70 12,00 250 400 250 164 10 23 187 16 38 202 20 46 210

S-07* 10,00 13,50 250 450 250 195 10 26 221 16 43 238 20 52 247

S-08* 12,20 16,00 250 550 250 220 10 32 252 16 52 272 20 64 284

S-09* 14,50 19,00 250 650 250 240 10 38 278 16 62 302 20 76 316

S-10* 16,80 22,00 250 750 250 280 10 44 324 16 72 352 20 88 368

S-11* 21,40 28,00 250 950 250 300  10 56 362  16 92 398 20 114 420 


