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Service Compartments - Technical Rooms
Dimensions1

TYPE
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TECHNICAL ROOM
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(B)

(A)
+

(B)

access
DOOR

bottom hung
WINDOW

ventilation
GRID

Code 
Width

cm
Length

cm
Height

cm
Weight
100 kg

Width
cm

Length
cm

Thickness
cm

Weight
100 kg

Weight
100 kg
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cm

Height
cm

Width
cm

Height
cm

Width
cm

Height
cm

 G-01 150 82 140 16 150 82 8 / 16 120 110 80 40 80 40

G-02 140 160 200 36 170 210 8-10 8 44 60 190 80 40 80 40

G-03 140 160 250 42 170 210 8-10 8 50 80 200 80 40 80 40

G-04 160 180 250 50 210 250 8-10 12 62 80 200 80 40 80 40

G-05 160 250 250 62 210 325 8-10 14 76 80 200 100 50 100 50

G-06 160 290 250 68 210 365 8-10 16 84 80 200 100 50 100 50

G-07 200 250 250 69 250 325 8-10 17 86 80 200 100 50 100 50

G-08 250 250 250 77 300 325 8-10 21 98 80 200 100 50 100 50

G-09 250 325 250 97 300 400 8-10 26 123 80 200 100 50 100 50

G-10 250 400 250 116 300 475 8-10 30 146 80 200 100 50 100 50

G-11 250 450 250 129 300 525 8-10 34 163 80 200 100 50 100 50

G-12 250 550 250 152 300 625 8-10 41 193 80 200 100 50 100 50

G-13 250 650 250 175 300 725 8-10 48 223 80 200 100 50 100 50

G-14 250 750 250 202 300 825 8-10 55 257 80 200 100 50 100 50

G-15 250 950 250 247 300 1025 8-10 69 316 80 200 100 50 100 50

G-16 250 1017 252 276 300 1090 8-10 74 350 80 200 100 50 100 50

Please contact our Sales Office if you require larger sizes.
The service compartments have a coat of grey water repellent paint on the outside.
The access door is made of non-insulated aluminium and is fitted with handles and a lock (with key).
The window is bottom hung with aluminium frames and safety glass, type Visarm 33.
The foundation slab must be at least 20 cm thick and be reinforced with a double electrically welded steel mesh, 8 mm diameter, 20x20 cm mesh.
A 3-5 cm layer of sand must be laid on the foundation slab where the prefabricated elements will be placed.


