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INNOVATION AND TECHNOLOGY
FOR WATER PURIFICATION

All dimensions given are indicative. Gazebo S.p.A. allows a small tolerance
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Biodisc Purification Plants (biological rotors)
Dimensions1

Please contact our Sales Office if you require larger treatment plants.
The foundation slab must be at least 20 cm thick and be reinforced with a double electrically welded steel mesh, 8 mm diameter,  20x20 cm mesh.
A 3-5 cm layer of sand must be laid on the foundation slab where the prefabricated elements will be placed.

TYPE BIODISC TANK GFRP COVER
BIODISC

(Biological rotor)

Code
Population Equivalent

hydraulic load
(200 l/inhab/day)

Width
cm

Lengt
cm

Height
cm

Weight
100 kg

Width
cm

Lengt
cm

Height
cm

Diameter
mm

Centre
distance

mm

Stages
no.

Effective
surface

m²

Weight
100 kg

Kw
installed

BD-01 50 250 160 150 48 250 160 140 2000 1470 1 530 7 0,75

BD-02 75 250 200 150 55 200 250 140 2000 1855 1 730 8 0,75

BD-03 100 250 250 150 60 250 250 140 2000 2355 1 1000 9 0,75

BD-04 150 250 325 150 80 250 325 140 2000 3105 1 1400 12 0,75

BD-05 200 250 400 150 95 250 400 140 2000 3855 1 1800 13 0,75

BD-06 250 250 450 150 105 250 450 140 2000 4355 1 2050 14 1,10

BD-07 300 250 550 150 124 250 550 140 2000 5355 1 2600 16 1,10

BD-08 400 250 650 150 140 250 650 140 2000 6170 1 3000 19 1,10

BD-09 500 250 750 150 190 250 750 140 2000 2x3555 1 3260 45 2,20

BD-10 600 250 950 150 230 250 950 140 2000 2x4555 1 4400 51 2,20


