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MBR (Membrane Biological Reactor) Purification Plants
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Dimensions1

All dimensions given are indicative. Gazebo S.p.A. allows a small tolerance

INNOVATION AND TECHNOLOGY
FOR WATER PURIFICATION

Please contact our Sales Office if you require larger treatment plants.
The cast iron inspection covers on the pedestrian covers are class B125.
The cast iron inspection covers on the vehicle covers for heavy traffic are class D400.
The service compartments have a coat of grey water repellent paint on the outside.
The access door is made of non-insulated aluminium and is fitted with handles and lock (with key).
The window is bottom hung with aluminium frames and safety glass, type Visarm 33.
The foundation slab must be at least 20 cm thick and be reinforced with a double electrically welded steel mesh, 8 mm diameter,  20x20 cm mesh.
A 3-5 cm layer of sand must be laid on the foundation slab where the prefabricated elements will be placed.

TYPE

MBR MODULE
(Oxidation + Final

Filtration with Membrane)
(A)

PEDESTRIAN
COVER load
200 kg/m²

(B)

(A)
+

(B)

VEHICLE
COVER load
7,000 kg/m²

(C))

(A)
+
(C)

Code 

P.E.
Population Equiv. Width

cm
Length

cm
Height

cm
Kw.
inst.

Weight
100 kg

Thickness
cm

Weight
100 kg

Weight
100 kg

Thickness
cm

Weight
100 kg

Weight
100 kgWater allocation

per P.E. l/day 200 

MBR-01 10 160 180 250 0.55 + 1.10 61 10 7 68 20 14 75

MBR-02 30 160 180 250 0.55 + 1.10 69 10 7 69 20 14 76

MBR-03 50 200 250 250 1.10 + 1.10 83 10 11 94 20 22 105

MBR-04 100 250 250 250 1.10 + 1.10 95 10 14 109 20 28 123

MBR-05 200 250 400 250 1.10 + 1.10 135 10 23 158 20 46 181

MBR-06 300 250 650 250 2.20 + 2.20 200 10 38 238 20 76 276

MBR-07 400 250 750 250 2.20 + 3.00 225 10 44 269 20 88 313

MBR-08 500 250 950 250 3.00 + 3.00 270 10 57 326 20 114 384

MBR-09 600 250 650 + 650 250 
2.20 + 2.20

+ 2.20 + 2.20
200 + 200 10 38 + 38 476 20 76 + 76 552

MBR-10 800 250 750 + 750 250 
2.20 + 3.00

+ 2.20 + 3.00
225 + 225 10 44 + 44 538 20 88 + 88 626

MBR-11 1,000 250 950 + 950 250 
3.00 + 3.00

+ 3.00 + 3.00
270 + 270 10 57 + 57 654 20 114 + 114 768


