
www.gazebo.it

INNOVATION AND TECHNOLOGY
FOR WATER PURIFICATION

All dimensions given are indicative. Gazebo S.p.A. allows a small tolerance

Gazebo S.p.A. Italy - 47043 Gatteo FC - via Molino Vecchio, 9 - tel. +39 0541 818060 - fax +39 0541 818542 - gazebo@gazebo.it - www.gazebo.it

SBR Purification Plants 
Dimensions1

Please contact our Sales Office if you require larger treatment plants.
The plant includes 1 technical room, 1 or 2 electric blowers to produce air (oxidation), 1 electric control panel, 1 SBR (Sequencing Batch Reactor) system.
The pedestrian covers are fitted with class B125 cast iron or galvanised steel sheet inspection covers.
The vehicle covers are fitted with an inspection cover in class C250/D400 cast iron.
The foundation slab must be at least 20 cm thick and be reinforced with a double electrically welded steel mesh, 8 mm diameter,  20x20 cm mesh.
A 3-5 cm layer of sand must be laid on the foundation slab where the prefabricated elements will be placed.

* Sizing of the SBR (Sequencing Batch Reactor) according to EN 12566- 3.
** Sizing of the SBR (Sequencing Batch Reactor) according to ATV A 122.
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Code

P.E.
Population Equiv. Width

cm
Length

cm
Height

cm
Kw.
inst.

Weight
100 kg

Thickness
cm

Weight
100 kg

Weight
100 kg

Thickness
cm

Weight
100 kg

Weight
100 kgWater allocation 

per P.E. l/day 200

*SBR-00  
*SBR-00/2

8 
8

160  
160 

250  
2x100

200  
250 

0,08-230 V (LA 80) 
0,08-230 V (LA 80)

64  
2x38 

10  
10 

9 
2x4

73  
90 

20  
20 

18  
2x6

82  
104 

*SBR-01 10 160 250 250 0,08-230 V (LA 80) 72 10 9 20 18

*SBR-02  
*SBR-02/2

12  
12 

160  
160 

290  
2x140

250  
250 

0,18-230 V (DT 4.6) 
0,18-230 V (DT 4.6)

80  
2x46 

10  
10 

10  
2x5

90  
102 

20  
20 

20  
2x10 

100  
112 

*SBR-03  
*SBR-03/2

16  
16 

250  
180 

250  
2x160

250  
250 

0,18-230 V (DT 4.6) 
0,18-230 V (DT 4.6)

94  
2x54 

10  
10 

14  
2x7

108  
122 

20  
20 

28  
2x14 

122  
136 

*SBR-04  
*SBR-04/2

22  
22 

250  
250 

325  
2x160

250  
250 

0,18-230 V (DT 4.8) 
0,18-230 V (DT 4.8)

113  
2x66 

10  
10 

19  
2x9

132  
150 

20  
20 

38  
2x18 

151  
168 

*SBR-05  
*SBR-05/2

30  
30 

250  
250 

450  
2x250

250  
250 

0,22-230 V (LA 200) 
0,22-230 V (LA 200)

145  
2x82 

10  
10 

26  
2x14

171  
192 

20  
20 

52  
2x28 

197  
220 

*SBR-06  
*SBR-06/2

45  
45 

250  
250 

650  
2x325

250  
250 

0,74-230 V (DT 4.16) 
0,74-230 V (DT 4.16)

191  
2x103

10  
10 

38  
2x19

229  
244 

20  
20 

76  
2x38 

267  
282 

*SBR-07  
*SBR-07/2

50  
50 

250  
250 

750  
2x400

250  
250 

1,10-230 V (DT 4.25) 
1,10-230 V (DT 4.25)

218  
2x121

10  
10 

44  
2x23

262  
288 

20  
20 

88  
2x46 

306  
334 

** SBR-07/2 + 51 250 2x250 250 1,10-400 V (DT 4.25) 2x82 10 2x14 192 20 2x28 220 

** SBR-08/2 + 75 250 2x325 250 1,50-400 V (DTN 41) 2x102 10 2x19 242 20 2x38 280 

** SBR-09/2 + 90 250 2x400 250 1,50-400 V (DTN 41) 2x121 10 2x23 288 20 2x46 334 

** SBR-10/2 + 100 250 2x450 250 1,50-400 V (DTN 41) 2x134 10 2x26 320 20 2x52 372 

** SBR-11/2 + 130 250 2x550 250 2,40-400 V (KDT 3.60) 2x153 10 2x32 370 20 2x64 434 

** SBR-12 /2 + 150 250 2x650 250 2,40-400 V (KDT 3.60) 2x180 10 2x38 436 20 2x76 512 

** SBR-13/2 + 175 250 2x750 250 2,40-400 V (KDT 3.80) 2x207 10 2x44 502 20 2x88 590 

** SBR-14/2 + 225 250 2x950 250 4,00-400 V (KDT 3.100) 2x246 10 2x57 606 20 2x114 720 

** SBR-15/4 + 250 250 4x550 250 4,00-400 V (KDT 3.100) 4x153 10 4x32 740 20 4x64 868 

** SBR-16/4 + 300 250 4x650 250 5,50-400 V (KDT 3.140) 4x180 10 4x38 872 20 4x76 1024 

** SBR-17/4 + 350 250 4x750 250 2x2,40-400 V (2KDT 3.80) 4x207 10 4x44 1004 20 4x88 1180 

** SBR-18/4 + 450 250 4x950 250 2x4,00-400 V (2KDT 3.100) 4x246 10 4x57 1212 20 4x11 1440 


